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[HISTORY

2010 
Seven Frigo Pakistan

Our Production Unit in Sundar Industrial Estate consists of 3.75 
acres. It is a joint venture company with Seven Frigo, Italy.

We are producing: 
Cold Rooms
Cold Trucks
Panels
Condensing Units
Display Refrigerators for bakeries
Meat Shops
Super Markets Refrigerated Displays



[COLD ROOMS

Modular Series   Walk in Series
Predetermined sizes  Custom made sizes 



[

[

PANELS

[DOORS

* Each Cell made up of Galvanized Pre Painted, Ribbed Steel Sheet 200 micron Galvanized.
* 50MM to 150 MM insulation of Polyurethane at a density of 42kg/m3.
* All joints are sealed with sealant and cover with the corner section & Aluminum + S.Steel          
   Italian Profile in side/out side to make sure no leakage. 
* Lights are provided inside the Box, Temperature Gauges are provided at DB Panel or Out         
   side of Box.
* Air Curtains are Supplied along Instalation.
* Aluminum Or Tiled Insulated Floor

Italian Hinged / Sliding Doors are made up of PPGI material & insulated with polyurethane 42kg/m3 
density with High quality of Italian Locks, Hinges, Gaskets & profiles.

Panel Type  Polyurethane (Pu)
Panel Thickness 80 mm - 150 mm
PU Density  40 - 42 kg / m3
Fire Retardent  B2 Grade (Optional)
Heat Transfer Coe�cient 0.026 W/M” K
Metal Sheet  0.8 mm
Insulation  80 mm - 150 mm
Machine  Split Type / Monoblock 
  / Powerpacks
Floor  Aluminium Plate / Tiled
Curtain  Included
Door  80 mm - 150 mm

50  0.352             0 Temp
80  0.235             -10 Temp
100  0.176             -20 Temp
120  0.141             -30 Temp
150  0.117             -40 Temp

Thermal Conductivity (W/m  C) 0.015
Heat Transfer Coe�cient  0.352
Max. Working Temp  120  C
Moisture Deterioration  No

Panel Thinkness (ml) Heat Transfer Coe�cient K         Cold Storage
       (Kcal / M HR.C)           Room Temp ( C)

Properties   Polyurethane Foam

Specification Heat Transfer Coefficient at Different Thickness

Advantage of Polyurethane Panels

Walk-in Series: Up to 9 meter jointless panels (as per required sizes)



[MACHINES & MAIN CONTROLS

[POLYETHYLENE DOORS

[SHELVING

Cooling Unit are state of art & all best components are used in construction, 
Evaporators are imported from LUVE Italy & Guntner Germany. Motors are Imported 
From Dorian Italy / Blitzer Germany & Tecumseh France, Unit are best in design with 
good aesthetic look & designed at 55c Ambient Temp.

100% Cooper pipes, Wires, Schneider/ABB Breakers, Contractors are used.
 

Non Magnetic Food Grade Stainless Steel Racks are used for cold storage & dry storage areas of 
kitchens. Each shelf can hold weight of 50Kgs 

Our Racks are made up of 18 SWG non magnetic & Food Grade stainless steel.
Food grade welding are done to protect welded area from corrosion.

L TYPE Legs are made up of (1 ½”x1 ½”) NON  magnetic & Food Grade stainless steel.
Completely bolted, easy to dismantle & prefixing. 

Door leaf in Polyethylene, thickness 20 mm. This is a crash-proof, corrosion-proof material and 
requires a very little maintenance. Transparent portholes at eye-level without protrusion. The 
framework in stainless steel guarantees an excellent hygiene and the utmost strength. The spring 
system makes the door open and close automatically. 



[MODULAR SERIES



Positive Temp 0 to 5°c

Negative Temp -5 to -25°c

Model  Size    Cube Feet  Cube Meter 
Model 1211  45”x90”x96”   225  6.5
Model 1222  67”x90”x96”   334  9.7
Model 1233  67”x112”x96”  416  12.1
Model 1244  67”x134”x96”  498  14.53
Model 1255  67”x157”96”   584  17.03
Model 1266  90”x90”x96”   450  13.11
Model 1277  90”x112”x96”  560  16.32
Model 1288  90”x134”x96”  670  19.52
Model 1299  90”x157”x96”  785  22.87
Model 1311  112”x112”x96”  696  20.31
Model 1322  112”x135”96”  840  24.48
Model 1333  112”x157”x96”  976  28.46
Model 1344  135”x157”x96”  1177  34.31
Model 1355  135”x180”x96”  1350  39.34

Model  Size    Cube Feet  Cube Meter 
Model 1211  45”x90”x96”   225  6.5
Model 1222  67”x90”x96”   334  9.7
Model 1233  67”x112”x96”  416  12.1
Model 1244  67”x134”x96”  498  14.53
Model 1255  67”x157”96”   584  17.03
Model 1266  90”x90”x96”   450  13.11
Model 1277  90”x112”x96”  560  16.32
Model 1288  90”x134”x96”  670  19.52
Model 1299  90”x157”x96”  785  22.87
Model 1311  112”x112”x96”  696  20.31
Model 1322  112”x135”96”  840  24.48
Model 1333  112”x157”x96”  976  28.46
Model 1344  135”x157”x96”  1177  34.31
Model 1355  135”x180”x96”  1350  39.34



COLD SUPPLY CHAIN



Cold Truck

Cold Truck Speci�cation.

Vehicle:
Vehicle can be of any make / brand or Capacity provided 
by Client.

Construction of Cabin:
Cabin made up of Galvanized Pre Painted, in White 
Color, Water & Dust proof, Sheet specs will be 200 
micron Galvanized.

Construction of cold Box:
1, Cold Box made up of 0.8 MM PPGI Sheet with 150 MM 
insulation of Polyurethane at a density of 42kg/m3.
2, All joints are sealed with sealant and cover with the 
corner section & Aluminum Pro�le from out side to 
make sure no leakage.
3, L, U & C Section are used to hold the box with Chassis.
4, Main Panel is water Proof.
5, Light Re�ectors on sides & Rear.
6, Optional For Carcass Transportation (Perforated meat 
box made up of stainless steel 1.2mm food grade BA 
Polish, can hold 95 Ltrs of material Approximately).
7, Optional For Carcass Transportation (Hanging Rail in 
case of Carcass transport) 
8, Optional For Carcass Transportation (Lashing ties are 
provided to hold carcasses on both sides)
9, Hygiene standards followed.

Floor:
Ventilated Aluminum Pro�led Floor

Doors:
Hinged Doors are made up of PPGI material & insulated 
with polyurethane 42kg/m3 density / High quality 
gaskets & Handles.

Box Temperatures:
Boxes are capable to maintain inside temperature from 
0 to Minus 30 c. Depending on Requirement.

Lights & Temperature Gauges:
Lights are provided inside the Box, & 1 Analog Tempera-
ture Gauges will be provided at Cabin.

Machine / Cooling Unit:
Cooling Unit are state of art & all best components are 
used in construction, 
All Parts installed are Imported From Italy/Germany & 
USA, Unit is best in design with good aesthetic look.
Cooling Unit are designed at 55c Temp.
Eutectic Plates are of Italian Origin.
Cooper pipes, Wires, Breakers, thermostats, Contractors 
are installed of European Origin & of High Quality.

Factory Test Report:
Factory test report for the Box & the Cooling unit issued 
with every single vehicle at the time of delivery.



INTERCITY TRICOLD 
CARRIER



Intercity Tricold Carrier 
Speci�cation.

Vehicle:

Vehicle can be of any make 150 CC.

Construction of Cabin:

Cabin made up of Galvanized Pre Painted, in White Color, 
Water & Dust proof, Sheet specs will be 200 micron Galva-
nized.

Construction of cold Box:

1, Cold Box made up of 0.8 MM PPGI Sheet with 150 MM 
insulation of Polyurethane at a density of 42kg/m3.

2, All joints are sealed with sealant and cover with the corner 
section & Aluminum Pro�le from out side to make sure no 
leakage.

3, L, U & C Section are used to hold the box with Chassis.

4, Main Panel is water Proof.

5, Light Re�ectors on sides & Rear.

9, Hygiene standards followed.

Floor:

Aluminum / Galvanise Floor

Doors:

Hinged Doors are made up of PPGI material & insulated with 
polyurethane 42kg/m3 density / High quality gaskets & 
Handles. Side Doors can be added as per requirement.

Box Temperatures:

Boxes are capable to maintain inside temperature from 
0 to Minus 30 c. Depending on Requirement.

Lights & Temperature Gauges:

Lights are provided inside the Box, & 1 Analog Tempera-
ture Gauges will be provided at Cabin.

Machine / Cooling Unit:

Cooling Unit are state of art & all best components are 
used in construction, 
All Parts installed are Imported From Italy/Germany & 
USA, Unit is best in design with good aesthetic look.

Cooling Unit are designed at 55c Temp.

Eutectic Plates are of Italian Origin.

Cooper pipes, Wires, Breakers, thermostats, Contractors 
are installed of European Origin & of High Quality.

Factory Test Report:

Factory test report for the Box & the Cooling unit issued 
with every single vehicle at the time of delivery.
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Seven Frigo Pakistan

Head Office Lahore
114 Gulberg Road, Gulberg Industrial Area.

Behind Bloomfield Hall School.

Lahore - Pakistan.

Tel-+ 92 42-3577724      Fax-+ 92 4235710134

Cell / SMS / What’s App +92 3018469072

Email: pakeeza.raza@yahoo.com

Display Center (Islamabad)
Executive Complex, Shop #12, G-8 Markaz, Islamabad

Tel+92 51 8469072

Cell / SMS / What’s App +92 3018469072

Display Center (Karachi)
Plot 25C, Lane 4, Zamzama Commercial, Phase 5, 

DHA, Karachi - Pakistan.

Cell / SMS / What’s App +92 3018469072

Our Website
www.sevenfrigo.pk

Our Facebook Pages
www.facebook.com/7frigo


